
 

 
 
 

Charlotte-Mecklenburg Planning Department 
        
 
 

DATE: March 11, 2016 
 
 
TO: Donald Moore     FROM: Ed McKinney 

Zoning Supervisor       Interim, Planning     
                                                                                    Director 

 
 
 
SUBJECT: Administrative Approval for Petition No. 1989-083 
 
Attached is the revised site plan for the petition above. This request allows the modification of the 
proposed site plan as listed below. Since these changes do not alter the intent of the development and 
meets the requirements of the Charlotte Zoning Ordinance Section 6.207 Alterations to Approval, minor 
changes, I am administratively approving this plan. Please use these plans when evaluating requests for 
building permits and certificates of occupancy. 
 

• 615 square foot increase per section 6.207. 
• Site layout showing a proposed expansion of 900 square feet.  
• Building elevations for the proposed building expansion.  

 
 
 
Reasons for Staff’s support of the request: 
• The site plan complies with the conditional notes and still meets the intent of the approved site   
   plan by the City Council. The expansion area is not moving closer to existing single-family   
   homes. 
 
 
Note: All other Zoning, Subdivision, Tree Ordinances, Building Codes, and 
conditional requirements still apply.  

 
Signage was note reviewed as part of this request.  
      
 

 

 

 

 

CHARLOTTE-MECKLENBURG PLANNING DEPARTMENT www.charmeck.org 

  600 East Fourth Street 
  Charlotte, NC 28202-2853 
   PH: (704)-336-2205 
  FAX: (704)-336-5123 
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GABLE END SHINGLE SIDING BY
JAMES HARDIE - STAGGERED
EDGE PANEL SYSTEM. COLOR
TO BE SELECTED

PAINT EXISTING TRIM TO  MATCH
SELECTRIM TRIM COLOR

REPLACE EXISTING GABLE VENT
WITH NEW. VENT TO MATCH
EXITING OPENING. PAINT TO
MATCH SELECTED TRIM COLOR

4/4 SMOOTH 7 14" HARDIE TRIM
BOARD

HARDIE PLANK LAP SIDING - SMOOTH /
6" EXPOSURE

TYPICAL MIN 2" GAP FROM WALL BOTTOM TO
BOTTOM  OF SIDING. START INITIAL LAP SIDING
PANEL AT FINISH FLOOR AND CONTINUE
AROUND BUILDING. PAINT ALL EXPOSED CMU
TO MATCH SIDING COLOR SELECTED.

20" JOG IN WALL

4/4 SMOOTH 5-1/2" HARDIE TRIM
BOARD

DOG LEG PORTION OF BUILDING REMOVED FOR
CLARITY. SEE 3/A2 FOR CONTINUATION.

CONTINUATION OF BUILDING BEYOND, REMOVED FOR
CLARITY. SEE 1/A2 FOR CONTINUATION.

4/4 SMOOTH 1.65" (1 5 8") HARDIE
TRIM BOARD

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW
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4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW / DOOR

HARDIE PLANK LAP
SIDING - SMOOTH /
6" EXPOSURE

INSIDE CORNER
TRIM- SEE INSIDE
CORNER DETAIL-
TYP.

3-1/2"
CEMENTICIOUS
TRIM BEYOND- SEE
TOP DETAIL- TYP.

4/4 SMOOTH 5-1/2" HARDIE TRIM
BOARD

HARDIE PLANK
LAP SIDING -
SMOOTH / 6"

EXPOSURE

3-1/2"
CEMENTICIOUS TRIM

BEYOND- SEE TOP
DETAIL- TYP.

EXISTING SHINGLE ROOF TO REMAIN.

EXISTING SHINGLE
ROOF TO REMAIN.

GC TO REMOVE EXISTING  LAP SIDING AT EAVE PRIOR TO INSTALLATION OF NEW SHAKE
SIDING. GC TO VERIFY SHEATHING EXISTS BEHIND SIDING PRIOR TO REMOVAL OF SIDING, GC
IS TO CONTACT ARCHITECT PRIOR TO REMOVAL OF SIDING IS SHEATHING IS NOT PRESENT.

PAINT EXISTING FACIA TRIMS TO
MATCH SELECTED TRIM COLOR

2" GAP FROM WALL BOTTOM TO
BOTTOM TRIM- SEE BOTTOM DETAIL.
PAINT NEW / EXISTING EXPOSED CMU
TO MATCH SIDING- TYP.

3-1/2" CEMENTICIOUS TRIM-
SEE DOOR TRIM DETAIL- TYP.

EXISTING DOOR

INSIDE CORNER TRIM- SEE
INSIDE CORNER DETAIL- TYP.

3-1/2" CEMENTICIOUS TRIM-
SEE TOP DETAIL- TYP.

CONTINUATION OF BUILDING BEYOND, REMOVED FOR
CLARITY. SEE 3/A2 FOR CONTINUATION.

4/4 SMOOTH 5-1/2" HARDIE TRIM
BOARD

GABLE END SHINGLE SIDING BY
JAMES HARDIE - STAGGERED
EDGE PANEL SYSTEM. COLOR
TO BE SELECTED

HARDIE PLANK LAP SIDING -
SMOOTH / 6" EXPOSURE

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW

9'-
0"

GC TO REMOVE EXISTING WOOD TRIM AROUND
WINDOWS, WHERE PRESENT, PRIOR TO INSTALLATION
OF NEW SIDING.

BUILDING 1

9'-
8"

EXISTING TRIM AND
SHINGLE MOULDING-
PAINT TO MATCH
TRIM- TBD

1-1/2" CEMENTICIOUS CORNER TRIM- SEE DETAIL- TYP.

HARDIPLANK 7.25" CEMENTICIOUS
PANEL OR SIMILAR- SEE DETAIL- TYP.

9'-
0"

3-1/2" CEMENTICIOUS TRIM- PAINT TO MATCH TRIM

EXISTING 8" THICK BRICK
WALL TO REMAIN

EXISTING HVAC PLENUM- COVER
TO MATCH ADJACENT SURFACES

EXISTING MOP SINK
TO REMAIN

EXIST. ELEC. PNLS.
EXIST. HVAC

TREATED WOOD LEDGER INSIDE
CORAL AREA ONLY, SEE
STRUCTURAL FOR TIE BACK TO
BUILDING STRUCTURE AND
ATTACHMENT.

CONTINUATION OF BUILDING BEYOND, REMOVED FOR
CLARITY. SEE 1/A2 FOR CONTINUATION.

MITER CUT SIDING AT BRICK WRAP
LOCATION FOR A SMOOTH VISUAL
TRANSITION FROM BRICK TO CMU

WALL. EXISTING 8" THICK BRICK
KNEE WALL TO REMAIN

4/4 SMOOTH 1.65" (1 5 8") HARDIE
TRIM BOARD

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW / DOOR

4/4 SMOOTH 7 14" HARDIE TRIM
BOARD

6'-
10

1 8"

9'-
51 2"

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH

WINDOW / DOOR

3-1/2" CEMENTICIOUS TRIM
BEYOND- SEE TOP DETAIL-
TYP.

SEE INSIDE CORNER DETAIL

2" GAP FROM GRADE TO BOTTOM
SIDING- SEE BOTTOM DETAIL.
PAINT NEW / EXISTING EXPOSED
CMU / BRICK TO MATCH SIDING-
TYP.

2" GAP FROM GRADE TO BOTTOM
TRIM- SEE BOTTOM DETAIL. PAINT
NEW / EXISTING EXPOSED CMU
TO MATCH SIDING- TYP.

REMOVE EXITING BRICK "WING WALL"
AND PROVIDE A CLEAN SMOOTH
EDGE AT BUILDING FACE PRIOR TO
INSTALLATION OF NEW SIDING.

REMOVE EXITING BRICK "WING WALL" AND
PROVIDE A CLEAN SMOOTH EDGE AT
BUILDING FACE PRIOR TO INSTALLATION
OF NEW SIDING.

4X4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW AND DOOR

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW AND DOOR

4/4 SMOOTH 5-1/2" HARDIE TRIM
BOARD

HARDIE PLANK LAP SIDING - SMOOTH /
6" EXPOSURE

ELEVATION1
A-2 SCALE = 1/4"=1'=0"

ELEVATION4
A-2 SCALE = 1/4"=1'=0"

A-2
1

A-2a
1

A-2
4

A-2
2

ELEVATION2
A-2 SCALE = 1/4"=1'=0"

ELEVATION3
A-2 SCALE = 1/4"=1'=0"

HARRIS BLVD FACING ELEVATION5
A-2 SCALE = 1/4"=1'=0"

A-2
5

NOTES:

SEE SHEET A4 FOR ALL SIDING ATTACHMENT
DETAILS.
GC TO FIELD VERIFY ALL DIMENSIONS PRIOR
TO BID PRICING, ORDER AND INSTALL.

ALL BUILDING ELEMENTS I.E. WINDOWS,
DOORS, ROOF... ARE EXISTING TO REMAIN.
BUILDING ELEVATIONS ARE FOR REFACING
ONLY. ONLY EXCEPTION IS THE EXTERIOR
MECHANICAL SCREEN. SEE 1/A-2a FOR
INFORMATION.
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EXISTING 8" THICK BRICK WALL

REMOVE EXISTING GATE SEE 1/A2a FOR DOOR TYPE

6'-
8"

 M
IN

PT 2x6 HORIZONTAL BOARDS
ATTACHED PER STRUCTURAL
DRAWINGS. PROVIDE 12"SPACING
BETWEEN BOARDS FULL HEIGHT.
PAINT TO MATCH SIDING.

EXISTING BUILDING FACE

MOP SINK

SEE STRUCTURAL DRAWINGS
FOR 2X BRACING TO EXISTING

WALL.

ELEC.

HVAC

ELEC.E

7'-81
4"

FIELD VERIFY
3'-51

2"
FIELD VERIFY

4'-13
4"

FIELD VERIFY

3'-
10

3 4"
3'-

8"

EXISTING LOW
BRICK SCREEN
WALL TO
REMAIN.

TREATED WOOD POSTS - SEE
STRUCTURAL FOR SIZE AND
ATTACHMENT - LOCATE POST TO
ALIGN WITH OPENING OF BRICK IN
ORDER IN ATTACH NEW DOOR AND
FRAME

3'-0"

SEE STRUCTURAL DRAWINGS
FOR ATTACHMENT OF POST AT

MOP SINK TO WALL.

PROVIDE NEW EXTERIOR GRADE
SCWD DOOR 6'-8" X 3', PLANE
EDGES TO FIT OPENING. PROVIDE
CONTINUOUS PIANO HINGE FOR
FULL OPENING OPERATION AND
LATCH BOLT HARDWARE FOR
PADLOCK USE.

EXISTING 8" THICK BRICK
KNEE WALL TO REMAIN

PT POST
ATTACHED PER STRUCTURAL

PT 2x6 HORIZONTAL BOARDS
ATTACHED PER STRUCTURAL
DRAWINGS. PROVIDE 12"SPACING
BETWEEN BOARDS FULL HEIGHT.
PAINT TO MATCH SIDING.

TREATED WOOD LEDGER INSIDE
CORAL AREA ONLY, SEE
STRUCTURAL FOR TIE BACK TO
BUILDING STRUCTURE AND
ATTACHMENT.

ELEVATIONS AT MECHANICAL SCREEN2
A-2a SCALE = 1/4"=1'=0"

PLAN AT MECHANICAL SCREEN1
A-2a SCALE = 1/4"=1'=0"

A-2a
2A

A-2a
2B

A-2a
3

SECTION AT MECHANICAL SCREEN3
A-2a SCALE = 3/4"=1'=0"

A B
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RAIN GUTTER TO
MATCH EXISTING

PT 2x8 BEAM (EXPOSED END
FROM ADJACENT FACE)

NO SIDING APPLIED TO EXISTING BUILDING FACE

EXISTING ADDITION

7'-
4"

HARDIE PLANK LAP
SIDING - SMOOTH /
6" EXPOSURE

OUTSIDE CORNER
TRIM- SEE OUTSIDE
CORNER DETAIL-
TYP.

TYPICAL MIN 2" GAP FROM WALL BOTTOM TO
BOTTOM  OF SIDING. START INITIAL LAP SIDING
PANEL AT FINISH FLOOR AND CONTINUE
AROUND BUILDING. PAINT ALL EXPOSED CMU
TO MATCH SIDING COLOR SELECTED.

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH
WINDOW

NEW ASPHALT SHINGLES TO MATCH EXISTING ROOF.OVERLAP
SHEATHING ONTO EXISTING STRUCTURE AS REQUIRED BY
STRUCTURAL FOR CONNECTION TO EXISTING STRUCTURE

CONTINUOUS RIDGE VENT

EXISTING TRIM AND SHINGLE
MOULDING- PAINT TO MATCH TRIM

RAIN GUTTER TO MATCH EXISTING

TREATED POST- PAINT
TO MATCH TRIM- TYP.

(2) PT 2x8 BEAM BEHIND TRIM-
PAINT TO MATCH TRIM

PAINT EXISTING CMU
FACE TO MATCH SIDING

PT 2x6 HORIZONTAL SLATS-
PAINT TO MATCH SIDING
SEE DETAIL 4 / A-2.1

EXTERIOR CMU WALL

EXISTING ENTRY DOOR BEYOND

GABLE END SHINGLE SIDING BY JAMES
HARDIE - STAGGERED EDGE PANEL
SYSTEM. COLOR TO BE SELECTED

4/4 SMOOTH 7 14" HARDIE TRIM
BOARD.

NEW 48" VINYL GABLE VENT.
PAINT TO MATCH TRIM

PAINT EXISTING DOOR
FRAME TO MATCH TRIM

EXTERIOR CMU WALL

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

TYPICAL MIN 2" GAP FROM WALL BOTTOM TO BOTTOM  OF SIDING. START
INITIAL LAP SIDING PANEL AT FINISH FLOOR AND CONTINUE AROUND
BUILDING. PAINT ALL EXPOSED CMU TO MATCH SIDING COLOR SELECTED.

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

4X4 SMOOTH 1.65" (1 5 8") HARDIE
TRIM BOARD

4/4 SMOOTH 7 14" HARDIE TRIM BOARD

28
°

EXISTINGADDITION

4/4 x 5-1/2" CEMENTICIOUS
TRIM BEYOND- SEE

CORNER DETAIL- TYP.

HARDIPLANK 7.25"
CEMENTICIOUS

PANEL OR SIMILAR-
SEE DETAIL- TYP.

3-1/2"
CEMENTICIOUS
TRIM BEYOND-

SEE TOP
DETAIL- TYP.

CORNER TRIM STOPS SHORT TO ACCEPT HORIZONTAL
PT 2x8 PAINTED WOOD BEAM OVER PORTICO

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

TYPICAL MIN 2" GAP FROM
WALL BOTTOM TO BOTTOM
OF SIDING. START INITIAL LAP
SIDING PANEL AT FINISH
FLOOR AND CONTINUE
AROUND BUILDING. PAINT
ALL EXPOSED CMU TO MATCH
SIDING COLOR SELECTED.

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

A-A

3-1/2" x 1-1/2"  CEMENTICIOUS TRIM
4/4 x 5-1/2" SMOOTH CEMENTICIOUS TRIM

3-1/2" x 1-1/2"  CEMENTICIOUS TRIM ON WALL BEYOND

HARDIE PLANK LAP
SIDING - SMOOTH /
6" EXPOSURE

INSIDE CORNER
TRIM- SEE INSIDE
CORNER DETAIL-
TYP.

3-1/2"
CEMENTICIOUS
TRIM BEYOND- SEE
TOP DETAIL- TYP.

CONTINUOUS RIDGE VENT

NEW ASPHALT SHINGLES TO MATCH EXISTING ROOF.OVERLAP
SHEATHING ONTO EXISTING STRUCTURE AS REQUIRED BY
STRUCTURAL FOR CONNECTION TO EXISTING STRUCTURE

GUTTER AND
DOWNSPOUTS

TO MATCH
EXISTING

PT HEADER SEE
STRUCTURAL-

PAINT TO
MATCH TRIM

PT 2x6 HORIZONTAL SLATS-
SEE DETAIL 3 / A-2.1

PAINT TO MATCH SIDING

PAINTED WOOD
BEAMS REST ON

3-1/2" x 1-1/2"
CEMENTICIOUS

TRIM AT CORNER.

EXISTINGADDITION

±8
'-9

1 2" 
FI

EL
D 

VE
RI

FY

±4
"

NEW ASPHALT SHINGLES TO MATCH EXISTING ROOF.OVERLAP
SHEATHING ONTO EXISTING STRUCTURE AS REQUIRED BY
STRUCTURAL FOR CONNECTION TO EXISTING STRUCTURE

CONTINUOUS RIDGE VENT

PT WOOD POST (SEE STRUCTURAL)
PAINT TO MATCH SELECTED TRIM

LAP SIDING @ BUILDING
FACE BEYOND

BEAMS NOTCHED INTO POST-
PAINT TO MATCH TRIM
SEE STRUCTURAL DRWGS.

PT 2x6 SLATS- PAINT TO MATCH
SIDING- TYP. SEE 3 / A-2.1

ENTRY DOOR BEYOND

TREATED POSTS- PAINT TO
MATCH TRIM

PAINT EXISTING CMU
WALL TO MATCH SIDING

MATCH EXISTING GUTTER- TYP.

4/4 SMOOTH 5-1/2" CEMENTICIOUS TRIM
FASCIA- MUST EXTEND MIN. 1/4" BELOW
BOTTOM OF SOFFIT PANEL-
SEAL SEAM W / CAULK- TYP.

PLY SHEATHING-
SEE STRUCTURAL

PRE-ENGINEERED ROOF
TRUSSES- SEE STRUCTURAL

VENTED HARDIESOFFIT 14"
CEMENTICIOUS PANELS OR
SIMILAR. MATCH EXISTING COLOR

1 2"

45°

CHAMFER TOP AND BOTTOM
EDGES TO 45 DEG.- TYP.

1
2" GAP BETWEEN SLATS- TYP.

51 2"

DOWNSPOUT NOT SHOWN FOR CLARITY

4/4 SMOOTH 7-1/4" HARDIE TRIM BOARD

8'-43
4"8'-6"11'-91

4"11'-91
4"

6'-
61 2"

7'-
11 2"

24'-0" SEE ELEVATION 5-A-2.1
BEAMS ABOVE-
SEE STRUCTURALNEW SIDEWALK-

SEE CIVIL PLANS

ROOF LINE
ABOVE

7'-
0"

NEW CONCRETE SIDEWALK
SEE CIVIL FOR CONSTRUCTION &

JOINT REQUIREMENTS

TREATED POSTS- TYP.
SEE STRUCTURAL

EXISTING CMU WALL

ADDITION BEGINS

EXISTING ENTRY

NEW METAL STUD
INTERIOR PARTITION

BUILDING 2
BUILDING 1

SIDE ELEVATION (NW)1
A-2.1 SCALE = 1/4"=1'=0"

FRONT ELEVATION (W)2
A-2.1 SCALE = 1/4"=1'=0"

A-4
13

SIDE ELEVATION (SW) @ PORCH CORRIDOR3
A-2.1 SCALE = 1/4"=1'=0"

SIDE ELEVATION (SW) @ OUTSIDE PORTICO5
A-2.1 SCALE = 1/4"=1'=0"

SECTION- PORTICO SIDE4
A-2.1 SCALE = 1/2"=1'=0"

PORTICO PLAN6
A-2.1 SCALE = 1/4"=1'=0"

A-2.1
4

CL

A-3
2

A-3
2

N/A
EXIST

N/A
EXIST

A-3
2

A-3
2

A-3
2

N/A
EXIST

N/A
EXIST

A-2.1
1

KEY PLAN7
A-2 SCALE = NTS

A-2.1a
1

A-2.1
5

A-2.1a
1

A-2.1
2
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EXTERIOR CMU WALL
4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOWTYPICAL MIN 2" GAP FROM WALL BOTTOM TO

BOTTOM  OF SIDING. START INITIAL LAP SIDING
PANEL AT FINISH FLOOR AND CONTINUE AROUND
BUILDING. PAINT ALL EXPOSED CMU TO MATCH
SIDING COLOR SELECTED.

HARDIE PLANK LAP SIDING -
SMOOTH / 6" EXPOSURE

3-1/2" CEMENTICIOUS TRIM
BEYOND- SEE TOP DETAIL- TYP.

4/4 SMOOTH 3-1/2" HARDIE TRIM BOARD -
TYPICAL AT EACH WINDOW

EXISTING DOOR W / SIDELIGHT

A-A

SEE INSIDE CORNER
DETAIL BEYOND- TYP.

4/4 SMOOTH 5-1/2" HARDIE TRIM
BOARD

HARDIE PLANK LAP
SIDING - SMOOTH /

6" EXPOSURE

INSIDE CORNER
TRIM- SEE INSIDE
CORNER DETAIL-

TYP.

3-1/2"
CEMENTICIOUS

TRIM BEYOND- SEE
TOP DETAIL- TYP.

EXISTING SHINGLE ROOF TO REMAIN

EXISTING EXTERIOR CMU WALL

HARDIE PLANK LAP SIDING -
SMOOTH / 6" EXPOSURE

4/4 SMOOTH 5-1/2" HARDIE TRIM BOARD

3-1/2" CEMENTICIOUS TRIM
BEYOND- SEE TOP DETAIL- TYP.

TYPICAL MIN 2" GAP FROM WALL BOTTOM TO
BOTTOM  OF SIDING. START INITIAL LAP SIDING
PANEL AT FINISH FLOOR AND CONTINUE AROUND
BUILDING. PAINT ALL EXPOSED CMU TO MATCH
SIDING COLOR SELECTED.

4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

EXISTING DOOR
4/4 SMOOTH 3-1/2" HARDIE TRIM
BOARD - TYPICAL AT EACH WINDOW

EXTERIOR CMU WALL

EXISTING TRIM AND
SHINGLE MOULDING-
PAINT TO MATCH
TRIM- TBD

4/4 SMOOTH 5-1/2" HARDIE TRIM BOARD

4/4 SMOOTH 7 14" HARDIE TRIM
BOARD

GABLE END SHINGLE SIDING BY
JAMES HARDIE - STAGGERED
EDGE PANEL SYSTEM. COLOR
TO BE SELECTED

4/4 SMOOTH 1.65" (1 5 8") HARDIE
TRIM BOARD

HARDIE PLANK LAP SIDING
- SMOOTH / 6" EXPOSURE

3-1/2" CEMENTICIOUS TRIM
SEE TOP DETAIL- TYP.

BUILDING 2
BUILDING 1

SIDE ELEVATION (SE)1
A-2.1a SCALE = 1/4"=1'=0"

ELEVATION2
A-2.1a SCALE = 1/4"=1'=0"

N/A
EXIST

N/A
EXIST

N/A
EXIST

A-2.1
1

KEY PLAN7
A-2 SCALE = NTS

A-2.1a
1

A-2.1
5

A-2.1a
1

A-2.1
2
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